DETAIL E-9-7 GABION INLET PROTECTI
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CONSTRUCTION SPECIFICATIONS SECTION A—A
1. USE BASKETS MADE OF 11 GAUGE WIRE OR HEAVIER.
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2. WRAP 3 FEET x 3 FEET GABION BASKETS (LENGTH VARIABLE) WITH NONWOVEN GEOTEXTILE, AS
SPECIFIED IN SECTION H—1 MATERIALS, OVERLAPPING AT THE TOP AND FASTEN THE GEOTEXTILE AT
THE TOP OF THE BASKET WITH WIRE FASTENERS (HOG RINGS) AT A MAXIMUM OF 1 FOOT INTERVALS

ALONG THE SEAM.

AVOID TEARING OR DAMAGING GEOTEXTILE.

ENTRENCH GABION BASKETS TO A DEPTH OF 6 INCHES.
PLACE AND INTERLOCK GABION BASKETS WITH NO GAPS.
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FILL GABION BASKETS WITH CLEAN 4 TO 7 INCH STONE OR EQUI
REBAR OR MESH.

VALENT RECYCLED CONCRETE WITHOUT

7. STORM DRAIN INLET PROTECTION REQUIRES FREQUENT MAINTENANCE. REMOVE ACCUMULATED SEDIMENT

AFTER EACH RAIN EVENT TO MAINTAIN FUNCTION AND AVOID PR

EMATURE CLOGGING. IF INLET

PROTECTION DOES NOT COMPLETELY DRAIN WITHIN 24 HOURS AFTER A STORM EVENT, IT IS CLOGGED.
WHEN THIS OCCURS, REMOVE ACCUMULATED SEDIMENT AND CLEAN, OR REPLACE GEOTEXTILE AND

STONE.
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